' SUPERIOR FIBERS, L.L.C.

Corp. Offices: 499 North Broad Street Bremen, Ohio 43107
9702 Ironpoint Road Shawnee, Ohio 43782
2100 McGaw Road Columbus, Ohio 43207
Route 92 South Reedsville, West Virginia 26547
Route 8, Black Oak Industrial Park Vanceburg, Kentucky 41179

Product Specification

TGT25 ---22220T
2 x (=) Green Top Dry PA-22

Thickness: Nominal 2 % Inches

Glass Weight: Nominal 22 grams / sqf (Glass & Binder)
Scerim Weight: N/A

Poly Backing Weight: N/A

Binder Type: Cured Urea Formaldehyde

Oil Weight: N/A

Roll Length: As specified

Slit Width: As Specified

Standard Color: Green / White

Classification: U.L. Class 2 (Flame Resistance)

Test Data, (Holding capacity and efficiency) — Available by request




Tested for:

Filter Mfr.:

Filter Name/Model:
Report#./Test#
Report Date:

Test Information

FILTER DESCRIPTION:
PAINT DESCRIPTION:
PAINT SPRAY METHOD:
SPRAY”FEED RATE:

AIR VELOC!TY.

Test Results

PAINT RUN-OFF

998.5 %

PAINT ARRESTANCE FILTER TEST REPORT

Spray Removal

Superior Glass Fibers
Superior

PA-22

ROZ6 TO61

Oct. 7, 1996

© . white fiberglass w/ thin blue fiberglass backing layer

~.High Solids Baking Enamel (S.W. #1 Permaclad 2400, red)
“.Conventional Air Gun at 40 PSI

141 gr/min. 138 ce./min.

180 FPM

INIT!AL PRESSURE DROP of Clean Test Filter
0.04 in. water

FINAL P‘?ESSURE DROP of Loaded Test Filter
b 0.51 in. water

WEIGHT GAIN on TEST FILTER & Test Frame Trough

3275 grams
F’AINT HOLDING CAPACITY of TEST FILTER
2185 grams = 481

1159 grams
WEIGHT GAIN - FINAL FILTER

. 16.6 grams = PENETRATION
AVERAGE REMOVAL EFFICIENCY of TEST FILTER

Test Engineer: P. Tuzinski
Supervising Engineer: K. C. Kwok, Ph.D.

Efficiency & Paint Holding Capacity
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Tel: (612)832-5353

P,

LMS Technologies, Inc.
0. Box 24185; Edina, MN 55424 Fax: (612) $32-5354




